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Motorola 52" St. Superfund Site

U.S. Environmental Protection Agency e Region 9 San Francisco, CA e May 2011

> How sampling will be done
> Anticipated schedule

» Preliminary Information on Upcoming Indoor Air Investigation —
Janet Rosati, EPA and Jenn McCall, Freescale Project Manager

> How areas to be sampled will be determined

There will be short presentations on each topic from 6:15-7:00 p.m.,
followed by a poster session for one-on-one comments and questions.

The U.S. Environmental Protection Community Meeting/
Agency (EPA) invites you to a Open House
community meeting to learn about:

» Soil Gas Sampling Investigation and Preliminary Findings — 6:15 p.m.-8:15 p.m.
Janet Rosati, Project Manager, EPA

Wednesday, June 8, 2011

Brunson-Lee Elementary School

» Overview of Soil Gas Human Health Screening Levels and Regional 1350 North 48th Street
Screening Levels for Indoor Air — Gerry Hiatt, Toxicologist, EPA Phoenix, AZ 85008

Activities Room

The US Environmental Protection
Agency (EPA) invites you to a commu-
nity meeting to discuss the preliminary
results of the soil gas sampling investiga-
tion at the Motorola 52nd Street Super-
fund Site and the upcoming plans for
indoor air sampling in the area. Begin-
ning on April 18, 2011, and continuing
into May, soil gas samples are being
collected in the residential area west of
the former Motorola 52" Street facil-
ity, including part of the Lindon Park
neighborhood. These samples are being
collected as the first step in re-evaluating
whether there may be a vapor intrusion
(see Figure 1) issue in the area.

To date, the study area in which con-
taminants have been detected, and
where some additional sampling will oc-
cur, is bounded by immediately north of
McDowell Road to the north, Roosevelt
St. to the south, 50th Street to the east,
and approximately State Route 143 to
the west (see Fig. 2).
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Figure 1: “Vapor intrusion” is the migration of chemicals that are in the
subsurface that volatilize (become a gas) and can migrate into the air of
overlying buildings. These chemicals include those called volatile organic
compounds (VOCs), such as trichloroethene (TCE) and perchloroethylene
(PCE) which are contaminants at the Motorola 52nd Street Site.




Preliminary Findings

Soil gas samples were collected at 15 feet and 5
feet below the ground surface along the public
right-of-way throughout the neighborhood, as
well as some locations at private properties such
as schools, apartment complexes, office build-
ings, and other businesses. The soil gas results are
still being collected and validated, and validated
results will be available on the EPA website:
www.epa.gov/region9/motorola52ndst, under
“Fact Sheets,” called “April/May 2011 Soil Gas
Results” as soon as they are available. We are
anticipating the first set of validated analytical
results to be available after May 20.

Preliminary data show that soil gas levels exceed
the soil gas screening level for either TCE, PCE,
or both in some locations. With the exception of
two locations, concentrations were higher at the
15 foot depth than at the 5 foot depth. This is
because chemical concentrations in soil gas de-
crease as soil gas migrates away from the source
of contamination in groundwater or bedrock.
TCE was detected more frequently than PCE.
Figures 2 and 3 show all of the sampling loca-
tions to date.

By sampling indoor air, outdoor air, and the soil
gas under the slab foundation of a building, and
comparing the results against each other, it can
be determined whether it is likely that vapor
intrusion is occurring. Freescale Semiconductor,
Inc. is cooperating with EPA to quickly move
forward in preparing a work plan for sampling
indoor air in residences and buildings where
there is a potential risk of vapor intrusion. We
would like to share these plans along with the
soil gas investigation preliminary results with the
community.

Figure 2: Preliminary results of the soil gas
sampling as of May 13,2011 (15 feet deep)

Use of Soil Gas Human Health
Screening Levels (SGHHSLs) in

a Vapor Intrusion to Indoor Air
Investigation

EPA uses Soil Gas Human Health Screening Levels to evaluate soil
gas sample results and to determine next steps. The assumptions
used to calculate SGHHSLS are conservative and therefore protec-
tive of human health. If soil gas results are less than the correspond-
ing SGHHSLs, then no further investigation of the vapor intrusion
to indoor air pathway is needed. If soil gas results are equal to or
above the corresponding SGHHSLs, the next step is to sample
indoor air. Results above SGHHSLs do not necessarily mean that
indoor air is contaminated above unsafe levels; they simply mean
further testing should be performed. Most indoor air comes from
outdoor air and any soil gas that might enter a building will be
diluted as a result.
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What does it mean if vapor intrusion
is occurring?

After indoor air, outdoor air, and subslab samples are taken in select areas,
a careful analysis will be performed to determine whether vapor intrusion
is likely to be occurring. If the investigation shows that vapor intrusion is
occurring, this means that very low concentrations of VOCs from the sub-
surface are collecting in indoor air. This does not pose a risk in the short
term, but it could pose a risk to human health if someone breathes this air
for a very long period of time (i.e., 24 hours a day, 7 days a week for 30
years), therefore it is important to eliminate the problem. This can be done
easily through the installation of a sub-slab depressurization system, which
vacuums gas from underneath a building and expels it to the outside.
These systems are very effective in preventing vapors from entering homes.
If vapor intrusion is found to be occurring in a home or building, these
systems will be installed at no cost to the resident and/or owner.
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Figure 3: Prellmmary results of the soil gas samplmg as of May 13,
2011 (5 feet deep)

Motorola 529 St.

Superfund Site
Background

The Motorola 52nd Street Superfund Site
is located in the City of Phoenix, Mari-
copa County, Arizona.

Motorola Semiconductor Products Sector
(Motorola) owned and operated the 52nd
Street facility from 1956 to 1999. As part
of its electronics manufacturing opera-
tion, Motorola used solvents, including
VOC:s such as TCE and PCE to clean and
degrease parts and equipment. Investiga-
tions in the 1980s revealed groundwater
contamination at the 52nd Street facility
and to the west. In 1989 the site was
added to the Superfund National Priori-
ties List, or NPL. Freescale (formerly a
part of Motorola) has been operating a
groundwater extraction and treatment
system since 1992 to contain and treat the
contaminated groundwater. Groundwa-
ter treatment is expected to continue for
many years.

Several soil gas investigations were
conducted at the 52" Street Facility and
throughout the neighborhood to the west
in the 1980s and 1990s as part of the

overall site investigation.

Why is this investigation
happening now?

EPA’s understanding of both (1) the health risks
of TCE and PCE and (2) how these VOCs
volatilize and can enter buildings overlying con-
tamination has evolved. Technology for measur-
ing VOCs more accurately has also improved.
Groundwater and bedrock underneath the
neighborhood in the Study Area is contaminated
with TCE, PCE and other VOC:s. Therefore,
under EPA oversight, Freescale is conducting this
soil gas investigation to re-evaluate whether there
is a need to conduct indoor air sampling.

May 2011



Motorola 52" St. Superfund Site

The EPA invites you to a community meeting on Wednesday, June 8, 2011

For additional
information, contact:

Leana Rosetti

Community Involvement Coordinator
US EPA SFD-6-3

75 Hawthorne St.

San Francisco, CA 94105

(415) 972-3070

rosetti.leana@epa.gov

Janet Rosati

Remedial Project Manager
US EPA SFD-6-2

75 Hawthorne St.

San Francisco, CA 94105
(415) 972-3165
rosati.janet@epa.gov

Information Repositories:

Community members can review site information at the following
repositories or on the EPA or ADEQ websites at:
www.epa.gov/region09/Motorola52ndSt

Burton Barr Public Library
1221 N. Central Avenue
(602) 262-4636

ADEQ Records
Management Center
(M-F 8:30 am - 4:30 pm)
1110 W. Washington St.
(602) 771-4380

Version en espanol adentro

United States Environmental Protection Agency, Region 9

75 Hawthorne Street (SFD-6-3)
San Francisco, CA 94105
Attn: Leana Rosetti (M52 5/11)

Official Business
Penalty for Private Use, $300

Address Service Requested

Phoenix Public Library,
Saguaro Branch
(Information primarily
stored on CD’s)

2802 North 46™ Street
(602) 262-6801

Printed on 30% Postconsumer Q’
Recycled/Recyclable Paper '. "
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Agencia de Proteccion Ambiental de EE.UU. e Regiéon 9 e San Francisco, CA e mayo 2011

La Agencia de Proteccion Ambiental Reunién Publica y Jornada
(EPA) le invita a una reunion publica de puertas abiertas
para aprender SObre: Miércoles, 8 de junio de 2011
» Resultados preliminarios de la investigacién del gas del suelo — Janet Rosati, 6:15 p.m. - 8:15 p.m.

g il Poyesio, EPA Brunson-Lee Escuela Primaria
» Descripcién general de los niveles de control de gas del suelo y los niveles Sala de actividades

de control del aire adentro de casas — Gerald Hiatt, Toxicélogo, EPA 1350 North 48th Street

Phoenix, AZ 85008

» Informacién preliminaria sobre la investigacién del aire de zonas
interiores — Janet Rosati, EPA y Jenn McCall, Freescale

» Como se determinard donde se tomardn las proximas muestras
> Metodologia de investigacién
> Calendario previsto

Habra presentaciones cortas de 6:15-7:00 p.m., seguido por una sesién
ilustrativa para comentarios y preguntas individuales.

La Agencia de Proteccién del Medio Am-

biente (EPA) de los Estados Unidos desea
invitarle a participar en una reunién publica

para compartir los resultados del muestreo
del gas del suelo en el sitio de Superfund de g
Motorola y la Calle 52, y también para pre- %‘
sentar el plan borrador para hacer un mues- .
: . la superficie
treo de aire en las zonas interiores de algunas
del suelo —

residencias. Durante los meses de abril y
mayo 2011, se colleccionaron muestras de \ \ \
gas del suelo en el 4rea residencial al oeste de

las antiguas instalaciones de Motorola en la migracion de vapores de quimicos
Calle 52, en el vecindario de Lindon Park. , %o ~ U\ _ 3 \ ~ u\ 00 No .
>0 000 oc

Estas muestras se colleccionaron como parte 000000 000000

de un esfuerzo de re-evaluar la potencial de 00 0o cfuente de contaminacién o c o o c
p - ~"N000000000000NO0 00O

intrusién de vapores (ver la Figura 1) en los ~000C000"

edificios en el drea.

El vecindario donde se estd llevando a cabo Figura 1: La “intrusion de vapores” es la migracion de sustancias quimicas pre-

el muestreo limita al norte con McDowell sentes en el subsuelo que se volatilizan (se convierten en gas) facilmente y pueden
Road, al sur con Roosevelt Street, al este con ~ acumularse en el aire de los edificios situados sobre la superficie. Entre estas sustan-
50th Street y al oeste con Old Cross Cut cias quimicas se encuentran los llamados compuestos orgénicos volatiles (VOC, por
Canal (ver la Figura 2). sus siglas en inglés), como el tricloroetileno (TCE) y el tetracloroetileno (PCE) que son

contaminantes presentes en el sitio de Motorola de 52nd Street.




Conclusiones
preliminares

Se tomaron muestras de gas del suelo a 15 y 5 pies de
profundidad debajo de la superficie en la via piblica
de todo el vecindario, asi como en algunos lugares en
propiedades privadas como escuelas, apartamentos,

y oficinas. Adn se estdn recopilando y validando los
resultados del gas del suelo. Despues del 20 de mayo,
los resultados validados estardn disponibles en el sitio
web de EPA: www.epa.gov/region9/motorola52n-
dst, en“Fact Sheets”, articulo titulado “April/May
2011 Soil Gas Results” (Resultados para gas del suelo
de abril/mayo de 2011).

Los datos preliminares indican que niveles de gas del
suelo sobrepasan al nivel de control para TCE, PCE o
para ambos en varias ubicaciones. Las concentraciones
eran mayores a la profundidad de 15 pies que a 5 pies.
Esto se debe a que concentraciones de quimicos en
gas del suelo disminuyen a medida que se alejan de

la fuente de contaminacién en el agua subterranea o
roca de fondo. Se detecté TCE mds frecuentemente
que PCE. Las figuras 2 y 3 muestran todas las ubica-
ciones de muestreo.

Al realizar un muestreo del aire de zonas interiores y
de las zonas exteriores, ademds del gas del suelo bajo
los cimientos de un edificio, y comparando después
los resultados entre si, es posible determinar si es
probable que se esté produciendo una intrusién de va-
pores. Freescale Semiconductor, Inc., estd cooperando
con EPA para avanzar répidamente en la preparacién
de un plan de trabajo para el muestreo del aire de
zonas interiores de residencias y edificios donde existe
un riesgo potencial de intrusién de vapores. Nos
gustarfa compartir con la comunidad estos planes, asi
como los resultados de la investigacién sobre el gas del
suelo.

Figura 2: Ubicaciones de muestreo
del gas del suelo (15 pies de profundidad)

El Use de EPA Niveles de Control
de Gas de Suelo (SGHHSLs) en

una Investigacion de Intrusion de
Vapores

EPA usa los SGHHSLs para evaluar los resultados del muestreo de gas de
suelo y para determinar los préximos pasos. Los supuestos que se usan para
determinar los SGHHSLs son muy conservadores y protectivos de la salud
humana. Si los resultados son menos de los SGHHSLs correspondientes,
no hay que investigar mds. Si los resultados son igual a, or més de los
SGHHSLs, el préximo paso es tomar muestras del aire en zonas interiores.
Resultados superiores a los SGHHSLs no necesariamente significan que el
aire del interior estd contaminado. La mayoria del aire en zonas interiores
viene de afuera, y cualquier gas de suelo que entra a un edificio es diluido.
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Sitio del Superfund de Motorola y Calle 52



:Qué significa si se esta produciendo
la intrusion de vapores, y que se puede
hacer?

Despues de que muestras del aire de las zonas interiores y zonas exteriores, y

del gas del suelo bajo los cimientos de un edificio, un andlisis se llevard a cabo
para determinar si intrusién de vapor puede estar ocurriendo. Si la investigacién
muestra que se estd produciendo la intrusién de vapores, eso quiere decir que una
concentracién muy baja de VOC procedentes del subsuelo se estd acumulando en
el aire de las zonas interiores. Esto no plantea un riesgo a corto plazo, pero podria
suponer un riesgo para la salud de las personas si respiran este aire durante mucho
tiempo (por ejemplo, las 24 horas del dfa, 7 dias a la semana, durante 30 anos),
por lo que es importante eliminar el problema. Esto puede lograrse fécilmente
con la instalacién de un sistema de despresurizacién debajo del pavimento, que
aspira el gas de debajo de un edificio y lo expulsa al exterior. Estas sistemas son
muy efectivas en prevenir la intrusién de vapores en casas. Si determina que se estd
produciendo la intrusion de vapores en una residencia o un edificio, se instalardn
estos sistemas sin costo alguno para el residente y/o el propietario.
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Figura 3: Ubicaciones de muestreo del gas del suelo (5 pies de profundidad)

Antecedentes del
Sitio de Superfund de

Motorola situado en
52nd St.

El sitio de Superfund de Motorola de 52nd
Street se encuentra en el municipio de Phoe-
nix, condado de Maricopa, en Arizona.

Motorola Semiconductor Products Sector
(Motorola) era la propietaria y operaba la
instalacién situada en 52nd Street de 1956

2 1999. En sus actividades de fabricacién de
productos electrénicos, Motorola utilizaba
disolventes, entre ellos VOC como el TCE y el
PCE para limpiar y desengrasar piezas y equi-
pos. Las investigaciones realizadas en la década
de 1980 revelaron la existencia de contami-
nacion en el agua subterrdnea en la instalacién
de 52nd Street y al oeste de la misma. En
1989 se incorpord el sitio a la Lista de Pri-
oridades Nacionales del Superfondo, llamada
NPL. Freescale (antiguamente perteneciente a
Motorola) tiene en funcionamiento un sistema
de extraccidn y tratamiento del agua subter-
rdnea desde 1992 cuyo objetivo es contener

y tratar el agua subterrdnea contaminada. Se
espera que el tratamiento del agua subterrdnea
continde durante muchos afios.

Se realizaron varias investigaciones del gas

del suelo en la instalacién de 52" St. y en el
vecindario al oeste en los 1980s y 1990s como
parte de la investigacidn general del sitio.

;Cual es la situacion en el
presente?

El entendimiento por parte de la EPA tanto de (1) los
riesgos para la salud del TCE y el PCE como de (2) la
forma como los VOC se volatilizan y pueden penetrar
en los edificios y la contaminacién ha evolucionado.
La tecnologfa para medir VOCs también ha mejo-
rado. El agua subterrdnea que fluye bajo el vecindario
de la Zona de estudio estd contaminada con TCE,
PCE y otros VOC. Por este motivo, Freescale llevard
a cabo esta investigacién sobre el gas del suelo, bajo la
supervisién de la EPA, con el fin de volver a evaluar si
es necesario analizar el aire de zonas interiores en este
vecindario.

mayo 2011



Sitio del Superfund de Motorola y Calle 52

La Agencia de Proteccion Ambiental le invita a una reunion publica el 8 de junio, 2011

Para obtener mas
informacion, pongase
en contacto con:

Leana Rosetti

Coordinadora de participacion
de la comunidad

US EPA SFD-6-3

75 Hawthorne St.

San Francisco, CA 94105
(415) 972-3070
rosetti.leana@epa.gov

Janet Rosati

Gerente de proyecto correctivo
US EPA SFD-6-2

75 Hawthorne St.

San Francisco, CA 94105
(415) 972-3165
rosati.janet@epa.gov

Depdsitos de Informacion:

Los miembros de la comunidad pueden consultar la informacién sobre el sitio en
los siguientes depésitos de informacién o visitando los sitios web de la EPA en:

www.epa.gov/region09/Motorola52ndSt

Biblioteca Phblica Burton Barr
1221 N. Central Avenue
(602) 262-4636

ADEQ Records
Management Center
(L-V 8:30 am - 4:30 pm)
1110 W. Washington St.
(602) 771-4380

United States Environmental Protection Agency, Region 9

75 Hawthorne Street (SFD-6-3)
San Francisco, CA 94105
Attn: Leana Rosetti (M52 5/11)

Official Business
Penalty for Private Use, $300

Address Service Requested

Biblioteca Publica de
Phoenix, sucursal de Saguaro
(Informacidn principalmente
en soporte de CD)

2802 North 46th Street

(602) 262-6801
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